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ConSole:

2.1/22/2.3/4.1 >1,2m

3.1 >1,0m
4.2 >1,5m
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d” ConSole ConSole ConSole ConSole ConSole ConSole

2.1 2.2 2.3 4.1 4.2 6.2
531 - 591 mm .
591 - 651 mm . .
651 661 mm
661 711 mm
711 721 mm
721 781 mm
781 841 mm
841 851 mm

851 895 mm
895 911 mm

911 - 1015 mm
1015 - 1085 mm
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% A B C D
$ ConSole 2.1 135 73 44 10
g = ConSole 2.2 144 67 39 10
ConSole 2.3 125 86 48 9
% ConSole 4.1 160 80 45 8,5
$ ConSole 4.2 120 105 55 8
ConSole 6.2 168 105 55 8
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‘®Dortrmund

@Disseldor!

Wind Force

Reference wind speed = 22,5 m/s (9 Beaufort)

® Wiirzburg

Reference wind speed = 25,0 m/s (10 Beaufort)

Regensburg
L

Reference wind speed = 27,5 m/s (10 Beaufort)

Reference wind speed = 30,0 m/s (11 Beaufort)
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Terrain category I:
Sea;

Terrain category II:
agricultural area

Terrain category III:
suburban

Terrain category IV:
urban
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Required Ballast Values for ConSoles in Germany (kg)
According to DIN 1055-4:2005-03

Reference wind speed of 22,5 m/s, wind zone 1

Suburban terrain category class 3

Building Height up to 8 meters 12 meters 16 meters

Shielded Exposed Shielded Exposed Shielded Exposed
ConSole 2.1 50 78 59 91 66 101
ConSole 2.2 46 73 55 86 61 95
ConSole 2.3 51 82 60 96 68 106
ConSole 4.1 62 99 73 115 82 128
ConSole 4.2 58 94 68 77
ConSole 6.2 83 98
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