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The InterSole SE is a roof integration system 

for solar modules. You can mount all sizes of framed 

modules (corresponding to IEC61215 or IEC61646) on sloped 

roofs. Once the tiles have been removed and replaced by InterSole 

plastic plates (high-density polyethylene) the watertightness of the 

roof is guaranteed. InterSole plates are hooked onto the battens, like 

tiles. Specially-designed aluminum anchors are placed at strategic 

locations on top of the  

InterSole plates and firmly screwed through them into the battens or 

the rafters. The anchors support the aluminum rails onto which the 

solar modules are clamped. They also serve as steps for the installer.

The system has been certified by German TÜV and the Dutch BDA.

The InterSole SE system is particularly well-suited to sloped roofs with 

an angle of 15° to 70° (without Esthétivette 20° to 70°). We recom-

mend that you have an expert assessment done in order to adapt your 

system to local conditions and to comply with applicable standards.

Warranty only applies if a complete, original InterSole 

system is used.

Installation manual

InterSole SE
InterSole

Anchor

Metal flashing strip

Compriband

Ubiflex sealing strip

Mounting bracket

Rail connector

Rail

End clamp

Solar modules

Middle clamp

Esthétivette lower part

Esthétivette upper part

Please check the current version of the installation manual under www.ubbinksolar.com. 

The general terms and conditions as well as the warranty conditions of Ubbink Econergy Solar GmbH are applied.




