{((@})}victron energy

BLUE POWER

$ % &

~




BlueSolar 12/24-10 BlueSolar DUO 12/24-20 BlueSolar MPPT 12/24-40
BlueSolar

Battery Voltage 12/24V Auto Select 12/24V Auto Select 12/24V Auto Select
Rated charge current 10A 20A 40A
MPPT Tracking No No Yes
Second battery output No Yes No
Automatic load disconnect ) Vs n.a. . VEs
(maximum load 10A) (maximum load 15A)

Maximum solar voltage 55V 55V 55V
Self-consumption 6mA 4mA 10mA
Default settings
Absorption charge (1) 14.4V 28.8V 14.4vV 28.8V 14.4V 28.8V
Float charge (1) 13.7vV 27.4v 13.7V 27.4vV 13.7vV 27.4v
Equalization charge n. a. n.a. 15.0v 30.0V
Over charge disconnect n. a. n.a. 14.8V 29.6V
Over charge recovery n. a. n. a. 13.6V 27.2V
Low voltage load disconnect 11.1vV 22.2V n.a. 10.8V 21.6V
Low voltage load reconnect 12,6V 25.2V n. a. 12.3V 24.6V
Enclosure & Environmental

Yes Yes Yes

Internal sensor
Remote sensor optional
Temperature compensation -30mV/T -60mV/C -30mV/C -60mV/T -30mV/T -60mV/C
0-40C (full load)

Battery temperature sensor

Internal sensor Remote sensor

Operating temperature -35C to +55C (full load) -35C to +55C (full load) 40-60C (derating)
Cooling Natural Convection Natural Convection Natural Convection
Humidity (non condensing) Max. 95% Max. 95% Max. 95%
Protection class 1P20 IP20 1P20
Terminal size 6mm?2/ AWG10 6mm2/ AWG10 8mm2/ AWG8
Weight 160gr 180gr 1400gr
Dimension (h x w x d) 70x133x33.5 mm 76x153x37 mm 202x66x140 mm

. Vertical wall mount Vertical wall mount Vertical wall mount
Mounting

Indoor only Indoor only Indoor only

Safety EN60335-1
EMC EN61000-6-1, EN61000-6-3
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